19990908.ba v02_n662.bam.990908 


>From ???@??? Thu Sep 09 04:12:34 1999 

Message-Id: <199909081846.d88Ikug17844@sco.theporch. com> 
Date: Wed, 8 Sep 1999 13:46:13 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2662 


BOATANCHORS Digest 2662 
Topics covered in this issue include: 


1) Re: Some Thoughts on Test Equipment 
by Bob Roehrig <broehrig@admin. aurora. edu> 
2) New Address... 
by "Sandy W5TVW" <ebjr@worldnet.att.net> 
3) Military Test AN/USM-324 
by zeitler@ibm.net 
4) NEED: ME-26D/U probe tip 
by "JOSE V. GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es> 
5) FS: Horowitz/Hill "Art of Electronics" 
by Avery Comarow <acomarow@usnews.com> 
6) WTD: Info on Eugene Woodruff (ARRL prez, 1937) 
by John Poulton <jp@cs.unc.edu> 
7) BA Misc FS 
by don merz <71333.144@compuserve.com> 
8) RE: Info on Eugene Woodruff (ARRL prez, 1937) 
by "David Newkirk" <dpnewkirk@home.com> 
9) Still looking for RBH-2 (NC-156) Manual 
by "Larry Bearse" <lbearse@mail1.nai.net> 
10) Interesting article 
by Morris Odell <morriso@vifp.monash.edu.au> 
11) Re: [Hallicrafters] Hobson's Choice? 
by JONWEINER@aol.com 
12) Re: AR-88 poop? 
by kg6yv@mindspring.com 
13) Info on DZ-2 Direction Finding Receiver 
by WJoeW@aol.com 
14) British manual source 
by thompson@mindspring.com 
15) FS?? Electrovoice 418/419 Desktop Mic Stand 
by "Dan 'Hank' Arney" <kn6di@groupone.net> 
16) Drake TR-4C problem 
by Ray Perrin <Ray.Perrin@PWGSC.GC.CA> 
17) RE: Info on DZ-2 Direction Finding Receiver 
by "Owens, Clarence" <clare.owens@otis.com> 
18) Wanted: BC-610 Crystals 


by "Schroeder, Russell G" <Russell.Schroeder@usa. xerox .com> 
19) FS: SX-28 w/PM-23 and SX-28A w/PM-23 

by Ray Vasek <w2ec@ibm.net> 
20) FREE to good home: SX-25 inspection tag 

by Ray Vasek <w2ec@ibm.net> 
21) Re DZ-2 

by philip mccoy <dgnova@erols.com> 


Date: Mon, 6 Sep 1999 18:21:51 -0500 (CDT) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Some Thoughts on Test Equipment 

Message-ID: <Pine.OSF.3.96.990906181635 .23048A-100000@admin. aurora. edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Mon, 6 Sep 1999, Bob Duckworth wrote: 


If ones goal is to £1x radios without a bench full of ‘stuff’ 
then a calibrated RX, a VTVM, and an RF probe (diode and cap :-) 
are sufficient. A crystal based harmonic generator is handy but 
many RX have one inside already. 


VV VV 


Well, a signal generator is pretty hard to get along without too. 

I guess if my shack got completely wiped out and I had to start over 
with test gear, the simplest arrangement would be a BC-221 (or LM) 
and a VTVM. 


One problem with using the harmonics of a xtal calibrator to align 
a receiver is that the 100KC points are pretty close together on 
some receiver dials - especially on general coverage jobs that have 
.5 to 30 MC in 4 bands. On the top bands, the marks are almost on 
top of each other. I have quite a few receivers that don't have a 
calibrator and no provisions for adding one (one of my pet peeves 
about the “early years designs"). 


"Nostalgia is a thing of the past" 
E-mail: broehrig@admin.aurora.edu or k9eui@arrl.net 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-4222 


Message-ID: <QQb001bef8d7$784e3140$57ef490c@SandyBlaize> 
From: "Sandy W5TVW" <ebjr@worldnet.att.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: New Address... 


Date: Mon, 6 Sep 1999 21:07:12 -0500 

MIME-Version: 1.0 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: 7bit 


Please excuse me if I'm repeating myself! 
My new address will be: 


E. V. Sandy Blaize, W5TVW 
40460 Edgar Traylor Road, 
Hammond, LA., 70403 


Mail, parcels etc. should go there now. Should be fully moved by 
the 

end of the month (I hope!). I'm hoping to stay with the same ISP 
so the e-mail address won't change. 


73, 
Sandy W5TVW 


From: zeitler@ibm.net 
Message-ID: <Q08f01bef8dc$9c13£600$4fdd6520@km3g> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Military Test AN/USM-324 
Date: Mon, 6 Sep 1999 19:56:37 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


I have the following pieces that together make up the military AN/USM-324 
Spectrum Analyzer Set. The USM-324 is used to set up, monitor, and adjust 
SSB xmissions. 


Signal Generator SG-864/U 

Static Frequency Converter CV-2633/U 
Spectrum Analyzer TS-2884/U 

Radio Frequency Tuning Unit TN-523/U 


Here are the specs of the USM-324: 


Freq Range: 10hz to 40mhz 

Fixed Sweep Widths: 150hz, 500 hz, 3.5khz, 7.0khz, and 14 khz. 

Variable Sweep Widths: 0 to 100 khz 

Sweep Rates: 1.0 hz for preset widths of 3.5 khz and above. Sweep rate is 


@.1 khz for preset sweep rates from 150hz to 3.5 khz 

Hum and Noise Level: 60dB below fundamental 

Intra-Unit Impedance: 50 ohms 

Equipment Under Test Output Impedance: The spectrum analyzer set can match 
600ohms balanced or unbalanced and 75 ohms unbalanced inputs below 2 mhz. 50 
ohms nominal from 2 mhz to 40 mhz. I do not know if 160 would come in under 
the wire here or not. High Z inputs operate from 2 to 40 mhz. 


Cosmetic condx is excellent. Price for the package UNTESTED and sold AS-IS 
is $350.00 plus UPS ground charges. The weight for the set is approx. 112 
pounds shipped and boxed up. I will professionally pack all the pieces. 


Please include your name, call, and zip code when replying. I have 
references available on how I do my packing if you need a comfort level, hi. 


All technical manuals for each piece are included and are in outstanding 
condx. This equipment belonged to a DOD contractor who is now ina 
retirement home. This gear is approximately circa 1969. As reported by the 
previous owner it was all 100% operational but has not been verified since 
picked up at his home. This is serious test equipment for the SSB op. 
Granted it is rather old but with all the documentation that is included 
should be realitively easy to align and troubleshoot if needed. All pieces 
mount into a 19" rack which is NOT included. I believe this set was used on 
shore based HF communication stations. 


I figured that I would go through the stuff and get it all set up here in 
the shack but I just do not have the time and I really do not have the need 
for this type of test equipment (at least not right now). 


73s and thanks for the read. 


Lane Zeitler 
ku7i 

San Diego 
619-470-6528 


Message-Id: <3.0.5.32.19990907092450.0080£c70@192.168.0.1> 
Date: Tue, 07 Sep 1999 09:24:50 +0200 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "JOSE V. GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es> 
Subject: NEED: ME-26D/U probe tip 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi BAdicts (x) , 


As the title says, I am in need of a probe tip (well, really two of them) 
for my two ME-26D/U VTVMs. Both came without it and it is the only part 
missing (one of them in fact had the spare fuses and tube still under the 
rear cover!). A good substitution would be also fine... Any idea?. I think 
I am not the only one who has this problem. 


Thanks and best regards, 
JOSE 


(*) hope the 'BAdicts' term doesn't mean anything bad! 
73 EB5AGV / ECSAAU 
JOSE V. GAVILA 
Benetusser - VALENCIA (SPAIN) 


xx VISIT MY VINTAGE RADIO SITE - updated 11-July-1999 xxx 
http://www. geocities.com/SiliconValley/6992/ 


EuroBA eGroup: http://www.eGroups.com/list/euro_ba_swap 


ICQ 43817777 


Message-Id: <2.2.32.19990907124911 .008ffcO8@ntpop.usnews.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Tue, 07 Sep 1999 08:49:11 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: FS: Horowitz/Hill "Art of Electronics" 


This is the book Bobbi recommended a few days ago. It's in excellent 
condition other than a library stamp on the inside front cover. I also have 
the student manual, in the same condition. 


$30 for both plus shipping. 


73, Avery W40GK 


Date: Tue, 7 Sep 1999 10:36:51 -0400 (EDT) 

From: John Poulton <jp@cs.unc.edu> 

Message-Id: <199909071436.KAA28485@mira.cs.unc.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: WTD: Info on Eugene Woodruff (ARRL prez, 1937) 


A few weeks ago, our sys admin, upon returning from vacation, 

called me and said she had an "old radio" in her car trunk, if 

I was interested (usual Pope/bear jokes apply here). Turned 

out to be a very early HRO, 2.5-volt filament type, Serial F209, 
with the FB-7 doghouse supply that is evidently the correct one 

for this radio. Only one coil drawer (sigh), but there may be more. 


The radio is dusty but otherwise quite nice, having lived in the 
family attic since the 40's. However, the story gets much better. 
The rig belonged to our sys admin's great grandfather, Eugene Cyrus 
Woodruff. Here's what I know about him: 


One of the founders of KDKA, the first commercial radio station 
in US (is this really correct?), professor of EE at Penn State, 
avid ham, president of ARRL in 1937, died in 1949. 


Does anyone out there have more info on Professor Woodruff? I'd 
like to learn more about him; it's really great to have an early 
radio with a provenance! 


Thanks in advance, 
John Poulton KF40ZY 


Date: Tue, 7 Sep 1999 14:27:42 -0400 
From: don merz <71333.144@compuserve.com> 
Subject: BA Misc FS 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199909071429_MC2-83F4-A174@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: 7bit 
Content-Type: text/plain; 
charset=us-ascii 
Content-Disposition: inline 


BA Stuff For Sale 


CONTACT: Don Merz, N3RHT, 47 Hazel Drive, Mt. Lebanon, PA 15228 
71333 .144@compuserve.com 


Military rackmout National power supply "Type CNA-20090." The tag says "A 
Unit Of Model RAS-2 Equipment" and has the contract date shown as 
22 Nov. 1940. So this is a Navy supply used with the pre-war RAS. 
I guess the unusual thing about this unit is that it has the tag. I 
often see these without the tag but this is the only one I've ever seen 
that has it intact. The other neat part is that this came from a pre-war 
radio rather than one of the WWII RAS units. The front panel looks very 


good and should clean up to excellent. Four thumbnuts that hold on the 
cover are missing--only one is left. One thumb-bolt that holds on the 
front grille is missing but the other 3 are there and original. The 
cover is scratched and missing some of the screws that hold it on. 
Untested. Unmodified. As-is. This should easily restore into a 
nice-looking and good working RAS supply. $80 

Ampex 350 tape deck. Classic recording and radio station deck that used 1/4" 
magnetic tape and accomodates 15" or 7" reels. The 350 features excellent 
audio specs even 25 years later. The 350 model was available with many 
different head and electronics configurations including provision for 
using 1/2" tape. But htis one is as basic as you can get. It's set 
up for glorious full-track monaural at either 7-1/2IPS or 15IPS. The 
record/play amp is a single solid-state Ampex unit model 4020251-05. Both 
deck and rec/play amp are 19" rackmount and take up 21" of rack space 
together. The deck and amp look very good or better and work very well. 
But Rewind starts off slowly so I guess that clutch needs adjustment. 
This thing is capable of marvelously musical recordings. But I just used 
it for off-air fooling around. With manual copy. $210. This is heavy 
and will cost $50-$60 to ship. 

Shure M68 mic mixer. Controls 4 mics plus an AUX input and has master gain 
control. Output available at mic or line level. Modified to have line 
output be RCA jacks--this was done sloppily. Mic input and Mic outplut 
is via balanced Cannon 3-pin XLR connectors. This is probably the most 
common mic mixer in the world. Inputs and output are high-low impedance 
switchable on the rear panel. Someone who couldn't remember 1-2-3-4 
has color coded the knobs by painting their centers various bright 
colors. You will probably want to return these to basic black unless 
you decide you like the colorful approach. This mixer is handy for having 
friends over for on-the-air bull sessions. Works perfectly. $30 

Rycom R-60 Selective Levelmeter. This is a frequency-slective voltmeter 
that covers the audio frequency range from 20c to 20kc with a resolution 
accuracy down to 1 cps. This is a small, modern voltmeter that is either 
battery or AC operated. The frequency readout is digital LED but the 
meter is analog, calibrated in dbm. This must've originally cost a 
fortune. 1982-vintage with 1989 factory calibration tag. With original 
manual, test leads, power cord, carry strap and hardshell case with 
handle. Looks brand new. Working perfectly. It beeps and a red light 
lights up when a signal in the selected bandwidth is found--very cool. 
The manual suggests a few uses like testing for power line interference, 
checking audio filter response, checking voice line levels and etc. But 
how about calibrating your audio generator? Or benchmarking the audio 
chain (or stages thereof) in your rig? The inputs to this thing are 
600 ohm and 900 ohm switchable--or unterminated open-ended. $80 

Another Rycom R-60 Selective Levelmeter. This is the same unit as above 
except it's from the "other side of the tracks." The front panel is 
excellent but the cabinet has many scratches and scrapes. The case it's in 
is a homemade wooden affair that apparently didn't protect it too sell. 
Nonetheless, it is working perfectly. I tested it against the other one 


and they are both right on the money. The calibration tag on this one 
is dated 1984. With original manual and power cord--no test leads (but 
these are just banana jack inputs--nothing fancy. $40 

Military Power Unit PE-103A. Dynamotor and control gear for SCR-284 
(BC-654) and maybe others. Often used by hams in the 50's as a 
mobile HV supply. This one is complete and original but the paint 
is badly weathered and deteriorated. With original tages and connector 
but no cables. One end-bell is dented. As-is. $20 plus a hefty shipping 
bill. 

C.F. Cannon, No. 15 "Alinco Magnetic" headphones. Black bakelite ear pieces, 
cloth cord and cheap metal headband. The metal was probably cloth or 
leather covered originally. But if so, all traces are gone now. 
Terminates in large 1/4" phone plug with chipped plastic shell. Needs 
a good cleaning. As-is. $9 PPD 


CONTACT: Don Merz, N3RHT, 47 Hazel Drive, Mt. Lebanon, PA 15228 
71333 .144@compuserve.com 


From: "David Newkirk" <dpnewkirk@home.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Info on Eugene Woodruff (ARRL prez, 1937) 
Date: Tue, 7 Sep 1999 19:54:10 -0400 
Message-ID: <0Q00001bef98c$47d917e0$1e360818@cc456763-a.vron1.nj.home.com> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


John Poulton, KF40ZY, wrote: 


> Does anyone out there have more info on Professor Woodruff? I'd 
> like to learn more about him; it's really great to have an early 
> radio with a provenance! 


QST's Hamdom column of March 1938 (pages 51, 108, 110, 112) was entirely 
devoted to him; per a brief obit on page 9 of May 1944 QST, he died on March 
20, 1944. 


73, 
Dave Newkirk, W9VES 
dpnewkirk@home.com 


http: //members.home.net/dpnewkirk/ 


Message-Id: <199909080014.UAA20662@mail1.javanet.com> 


From: “Larry Bearse" <lbearse@mail1.nai.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Still looking for RBH-2 (NC-156) Manual 
Date: Tue, 7 Sep 1999 20:17:08 -0400 
MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Got a chance to look at the radio this weekend in one of my storage areas. 


is Type CNA-46188, with contract date of Jan. 2 1943. Anyone have a manual or 
copy? 


Message-ID: <37D5C96E.C84ACFF2@vifp.monash.edu.au> 
Date: Wed, 08 Sep 1999 12:26:54 +1000 

From: Morris Odell <morriso@vifp.monash.edu.au> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Interesting article 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi all, 

Take a look at: 

http: //www.briefhistory.com/pages/sampler.htm 
You'll enjoy it. 

73 de Morris VK3DOC 


From: JONWEINER@aol.com 

Message-ID: <d42a2798.2507267d@aol.com> 

Date: Tue, 7 Sep 1999 22:39:57 EDT 

Subject: Re: [Hallicrafters] Hobson's Choice? 
To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


He's a schmuck - he should get rid of her. 


Jon 


Tt 


From: kg6yv@mindspring.com 
Message-ID: <006201bef£9a6$08b01£40$1fc3aec7@gregande> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: AR-88 poop? 
Date: Tue, 7 Sep 1999 19:58:30 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


I replaced all caps in my AR-88LF about two years ago. Only one had a small 
amount of that goop on 

it but given the age of the unit (1943) i thought it best to recap. After 
removing the bathtubs I used the 

screws and mounting holes to secure small perf boards with 630V orange drop 
caps on them and wired 

them in. I think most of those bathtubs have 3-4 caps in them. Good luck, 
its a great receiver and the 

recapping is easy, not like my SX-28. 


Greg Anders 


greg _anders@mindspring.com 
kg6yv@mindspring.com 

mies Original Message----- 

From: Robert Nickels <ranickel@mwci.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Friday, September 03, 1999 9:38 PM 
Subject: AR-88 poop? 


>Hi All, 

> 

>My AR-88 seems to excreted a yukky greenish-colored sticky oil when I 
wasn't 


>looking... 

> 

>I assumed it was from the big oil-filled filter cap but instead the 
culprit 

>seems to be one (or maybe two) of the bathtub-type Sprague caps (.1uf at 
>400v I think). I think the mechanical seal has degraded enough to let 
the 

>goop out rather than some electrical cause. I didn't even realize those 


>bathtub thingies had "stuff" inside... 


> 

>Has anyone run into this? I guess I should replace them as the leakage 
>probably lowers the capactors breakdown voltage, if nothing else... 

> 

>73, Bob W9RAN 


From: WJoeW@aol.com 

Message-ID: <4a40b6£0.25072e2d@aol. com> 

Date: Tue, 7 Sep 1999 23:12:45 EDT 

Subject: Info on DZ-2 Direction Finding Receiver 
To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


I am looking for a schematic for the DZ-2 receiver. I have one in pretty 
decent condition and wanted to play with it some. It covers 15 KC to 1750 KC 
in six bands, uses the old "G" style tubes with grid caps and sports a 5-gang 
tuning capacitor. 

I thought it just might do a pretty decent job on standard AM band. 


Anybody out there had any experience with one of these? Anybody have a 
schematic I could get a copy of? 


Thanks. 


Joe Watson 
W5WBR 


From: thompson@mindspring.com 

Message-ID: <005301bef9at$49743c60$312856d1@default> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: British manual source 

Date: Wed, 8 Sep 1999 00:04:44 -0400 


Looking for manuals for gear made in the UK? Try Maurice at Mauritron 
Technical Services 

8 Cherry Tree Road, Chinnor, Oxon OX9 4QY UK. He is at 
enquiries@mauritron.co.uk. 

www.mauritron.co.uk 


He has complete KW Electronics manuals among others. 


No interest except as satisfied user. 


Dave K4JRB 


Message-ID: <37D5FD40.BA5F1512@groupone.net> 

Date: Tue, 07 Sep 1999 23:08:00 -0700 

From: "Dan 'Hank' Arney" <kn6di@groupone.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS?? Electrovoice 418/419 Desktop Mic Stand 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Gang: If there is enough interest in the above Mike stand I will get 
them reproduced in bronze and powder coated with a fine gray wrinkle 
finish. 

They will have the rubber feet and NO SCREW HOLES for the base cover. 
The recess on the bottom for the switch will be there buy no hole for 
the switch or mounting screws. 

We will provide the correct mounting hole s for the following mikes, 
664, 674, 644 and the Slimaire 636. Any other mikes will be provided 
with a base with NO HOLES U drill them to fir. The base will weigh 
approx. 3 pounds and with the rubber feet it is not going to do a lot of 
traveling. 


It is estimated that with 100 orders or less the pricing postpaid in the 
USA will be $175.00 prepaid. If over 100 it should drop to $150.00 maybe 
less. 


If the order is placed before the end of Sept. Delivery should be by the 
end of October. This includes mold making, pouring/casting/clean up, 
powder coating, packing and shipping. 


I now need positive feedback. Please tell your browser to not forward my 
message back to me with you answer. I do not have anything more to add 
at the present time and queries would in my opinion be a waste of your 
time and mine and also lots of wasted BW. 


If you are going to order then please reply with your name and call sign 
along with you current correct mailing address and do not at THIS TIME 
SEND ANY MONEY. I need a VERY positive feedback as to whether this is a 
go operation or not. At any point between now and the 27th of Sept. of 
99 if I get 100 positive replies then it will be a go. Then the money 
should show up very quickly so I can place the orders. Like received by 
me within a week. I will issue confirmation numbers on all positive 
replies. 

The money should be mailed to my QTH CBA 


Dan Arney 
18401 Chase St. 
Northridge,CA 91325-3610 


PLease make a hard copy of this so I do not have to resend all of this 
info numerous times. 


My time is very consumed with my shop, R-390A covers trying to get 
meters made, ID tags, Swap meets and a little time for a couple of 807's 
early and couple of fingers of Scotch a little later in the evening. 


For those that have ordered the R-390 covers a short up date. 

RF deck covers are finished 

Bottom covers go to be alodined tomorrow. 

The top covers were being punched today 

and should be bent in the brake/press tomorrow. 

The louvre die is ready 

With out any problems the louvre's should be punched done by FRI.? 
If so then to be alodined and back by Tuesday 

Then with luck we will have them packed and in the mail by Friday. 
The shipping boxes are already to go and we will have the addresses on 
them in plenty of time. 


Thanks Gang, 
Hank 


Message-ID: <C19E08D60236D311A29208002BC3F2556D4227@mb-ncr-010.ncr.pwgsc.gc.ca> 
From: Ray Perrin <Ray.Perrin@PWGSC.GC.CA> 

To: Old Tube Radios <boatanchors@theporch. com> 

Subject: Drake TR-4C problem 

Date: Wed, 8 Sep 1999 07:46:04 -0400 

MIME-Version: 1.0 

Content-Type: text/plain 


Gang, 


I just picked up a lovely Drake TR-4C at a fleamarket. On initial power-up, 
the rig seemed fine. But I noted a problem with the correct selection of 
the sideband appropriate for each band and the illumination of the correct 
indicator lamp (Upper / Lower). For example, everything is fine on 80 
meters. However, on 40 meters, the Lower lamp illuminates but the radio's 
USB mode is selected. On 20 meters, it is the opposite -- the Upper lamp 
illuminates while the LSB mode is selected. On 10 meters, only the middle 
range (28.6) is messed up with the correct USB mode being selected but the 
Lower lamp illuminated. In all cases, switching the sideband switch to "X" 
changes both the indicator lamp and filter. 


I failed to see any obvious problems when I checked around the sideband 
switch (S7) and the front wafer of the band switch (S1A). There is no 
indication that the wiring has been changed by a previous owner. It's 
almost as if the radio was not wired correctly by the factory! Before 
digging further, I thought I'd ask if anyone is aware of a possible cause. 


73% 


Ray Perrin, VE3FN 


Content-return: allowed 

Date: Wed, 08 Sep 1999 09:09:19 -0400 

From: "Owens, Clarence" <clare.owens@otis.com> 

Subject: RE: Info on DZ-2 Direction Finding Receiver 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-id: <QFHQOOGF6SR5QB@mailman.otis.com> 

MIME-version: 1.0 

Content-type: MULTIPART/MIXED; BOUNDARY="Boundary_(ID_Kbm08g2+jKFEIF4R5PTEaQ) " 


This message is in MIME format. Since your mail reader does not understand 
this format, some or all of this message may not be legible. 


--Boundary_(ID_Kbm08g2+jKFEIF4R5PTEaQ) 
Content-type: text/plain 


Hi All, 


I second the motion. I have one too and also need a schematic. I once saw 
a complete DZ-2 setup, with the documentation, dynamotor and loop antenna in 
the contest area at the AWA Conference... But that was a long time ago. 
Someone volunteered to copy the doc for a DZ-1(??) for me, but I lost the 
person's information. 


Of course, I'll reimburse any costs involved in copying, mailing, etc. 
Thanks! 
Clare Owens N2RJB 


n2rjb@arzrl.net 
Peas Original Message----- 


> From: WJoeW@aol.com [SMTP:WJoeW@aol.com] 

> Sent: Tuesday, September 07, 1999 10:13 PM 

> To: Old Tube Radios 

> Subject: Info on DZ-2 Direction Finding Receiver 
> 

> 


I am looking for a schematic for the DZ-2 receiver. I have one in pretty 


> decent condition and wanted to play with it some. It covers 15 KC to 1750 
> KC 

> in six bands, uses the old "G" style tubes with grid caps and sports a 
> 5-gang 

> tuning capacitor. 

> I thought it just might do a pretty decent job on standard AM band. 

> 

> Anybody out there had any experience with one of these? Anybody have a 
> schematic I could get a copy of? 

> 

> Thanks. 

> 

> Joe Watson 

> W5SWBR 


--Boundary_(ID_Kbm08g2+jKFEIF4R5PTEaQ) 
KKK KKK KKK KKK KEKE 

* FORBIDDEN MESSAGE FORMAT x 

* * 
* rest of message truncated x 
* * 
KKK KK KK KKK KKK KE 


Content-return: allowed 

Date: Wed, 08 Sep 1999 09:16:58 -0400 

From: "Schroeder, Russell G" <Russell.Schroeder@usa. xerox.com> 

Subject: Wanted: BC-610 Crystals 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: "Schroeder, Russell G" <Russell.Schroeder@usa.xerox.com> 
Message-id: 
<9F978D0493DBD1119C2D00805FC7361501852EE6@usa0207ms1.eng.mc.xerox.com> 
MIME-version: 1.0 

Content-type: text/plain; charset=iso-8859-1 
Content-transfer-encoding: 7BIT 


Hollowstaters, 

I am looking for several (i.e. two to four) BC-610 crystals (FT-171 case) in 
the frequency range of 3300 - 3580 Kc for a boatanchor construction project. 
Exact frequency is not important. Would appreciate checking your junk-box 
for any specimens lurking there. TIA. 


73 Russ W2DYY 


Russell.Schroeder@usa.xerox.com 


Message-ID: <37D6AA30.C76914C2@ibm.net> 

Date: Wed, 08 Sep 1999 14:25:52 -0400 

From: Ray Vasek <w2ec@ibm.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS: SX-28 w/PM-23 and SX-28A w/PM-23 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


For Sale: 


SX-28 with matching PM-23 speaker - $325 plus packing/shipping - Includes 
original SX-28 manual. 


SX-28A with matching PM-23 speaker - $275 plus packing/shipping - includes copy 
of the SX-28A manual. 


For pictures and details of condition refer to: 
"http://www. geocities.com/~ac_cars/radios.htm1" 


Both radios look very nice and function well. The SX-28 is nearly all original, 
the SX-28A has had some internal parts and a few terminals on the rear panel 
replaced with non original parts, the S-meter circuit is not working well and 
the frequency dials are not as sharp and well defined as the ones on the SX-28, 
so the price is lower. 


Packing & Shipping considerations: 


These are VERY HEAVY radios and will be expensive to pack and ship, especially 
Since there will be two boxes, the radio in one and the speaker in a second. 
Each speaker weighs as much as a small radio by itself. Due to the weight and 
expense of packing, I'm willing to deliver/meet you within say a 100 to 150 mile 
radius of Binghamton, NY for basically just mileage and a fast food lunch. This 
would be a lot cheaper (not to mention far safer) than the cost of professional 
packing and the UPS charge. 


73, Ray W2EC 


Message-ID: <37D6AC44.71F8301B@ibm.net> 

Date: Wed, 08 Sep 1999 14:34:44 -0400 

From: Ray Vasek <w2ec@ibm.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FREE to good home: SX-25 inspection tag 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


While refurbishing some Hallicrafter gear I found an inspection tag that is in 
pretty good condition. I thought someone might want it to add to their radio. 
This is a tag about 3 inches long, 1.5 inches wide and secured by a wire through 
a reinforced hole in the tag. It is dated June 7, 1940 and is for an SX-25 
serial number 114xxx. All the various inspectors signatures are there and 
readable. 


I'll send it to the first person who tells me they'd like it for their SX-25 
EXCEPT I'm going to wait a week or so to see if someone sends me the full serial 
number (that's why I indicated 114xxx). If I can get it matched with the 
original receiver I'd certainly like to do that. Otherwise it goes to the first 
person to respond. 


73, Ray W2EC 


Message-ID: <37D6D735.3269@erols.com> 

Date: Wed, 08 Sep 1999 14:37:57 -0700 

From: philip mccoy <dgnova@erols.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re DZ-2 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Had one long time ago. Typical RCA product. 

>From memory, which is not too good: 

I think IF is 85kc 

I think it used dynamotor from BC-348 

If you find someone with the manual, you want the schematic of course, 
but you also want to get the inductance of the loop antenna, so you 
can duplicate it. 

Philip McCoy dgnova@erols.com 


End of BOATANCHORS Digest 2662 
KIKKK KKK KK KAKA K IKI KERR 


